


2B15-375

cpm Hz

2000 20 660 108 1.80

4000 39 1140 100 1.67

12.8 300 1000 1500 2000 2500 6000 58 1610 97 1.62

11.5 1300 2600 4000 5200 6500 8000 78 2085 95 1.58

10.5 1700 3400 5200 7000 8800 2000 18 680 109 1.82

10.3 1800 3500 5400 7200 9000 4000 35 1150 100 1.67

9.5 2000 4000 6100 8200 10300 6000 53 1605 97 1.62

8.5 2300 4500 6800 9100 11400 8000 70 2050 95 1.58

7.5 2500 4900 7300 9900 12300 2000 16 765 116 1.93

6.5 2600 5100 7800 10500 13200 4000 33 1230 104 1.73

5.5 2700 5300 8200 11100 13700 6000 49 1690 100 1.67

4.5 2800 5500 8500 11400 14200 8000 65 2155 97 1.62

3.7 2900 5800 9000 12100 15100 12000 97 3090 95 1.58

3.5 3000 6000 9200 12400 15500475
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Volume @ 
100 PSIG 

(in3)

1615

1472
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7.5

**NOTE: MAXIMUM INFLATION PRESSURE IS 100 PSIG.  MAXIMUM JOUNCE PRESSURE IS 200 PSIG.  IF YOUR APPLICATION WILL 
EXCEED THESE LIMITS, CONSULT A GOODYEAR REPRESENTATIVE FOR APPLICATION ASSISTANCE.

CONSTANT PRESSURE CHARACTERISTICS DYNAMIC CHARACTERISTICS
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